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Survey Echo Sounder

The Bathy-1500C ™ js a portable high-resolution, precision
echo sounder. It is designed exclusively for hydrographic
marine surveys up to 5,000 meters of water depth. Available as
a single frequency or dual frequency model.

Ease of use, portability, and
cost efficiency make this
device a perfect choice for
hydrographic marine
survey applications.

The sensor unit is

compact, interfaces directly
to the panel pc and comes
complete with sensor unit,
display and Windows ® PC
Software

Centimeter Resolution

GPS Input, NMEA Compatible
Hypack & HydroPro Compatible
Data Storage & Playback

Zoom Modes @ Event Marks
Single or Dual Frequency
Sound Velocity ® Draft Offset
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Bathy-1500L™

SPECIFICATIONS

jout: 3.5 to 340 KHz
Transmit Output

Power: 2KW (Pulsed) (Maximum)
Input Power: 10-30 Volts DC, Nominal power 75 Watts (sensor),
110/220 VAC Optional
Dimensions: Sonar Processor: 35.56cm (14" ) Depth, 27.9cm

(11.0") Width, and 10.16¢cm (4.0") Height.
Display: 44.4cm (17.5") width, 33.6cm (13.25) height,
and 14.4cm (5.7" depth)

Weight: Sonar Processor: 4kg (9 Ibs). (sensor unit only)
15" LCD Display: 15kg (33Ibs) 19" LCD (optional)
Environmental: 0 to 50 degrees C Operating Temperature 0 to 95°

non-condensing
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